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25 07 ECOPRESS 100 

Programmable Automatic Mounting Press with one cylinder, 
5, 7" HMI touch screen control, with Siemens PLC control unit, 
programmable with coloured LCD display program based mounting 
sequences, electro hydraulic pressure (requires no air), pressure 
upto 300 bar, temperature upto 200 C, operation time upto 59:99 
minutes, short cycle time, thermostatically controlled heating 
power of 1250W, automatic cooling cycle with two modes 
of cooling rates(fast cooling and slow cooling), programmable 
preheating and preloading, selectable mould sizes from 25 mm 
to 50 mm, audible warning signal, ready for operation. 
230 V, 1-phase, 50 Hz. 
Mould assemblies are ordered seperately. 
lncludes a standard set of mounting consumables composed of 
3 different hot mounting compounds; 1 kg of each and a total of 3 kg. 

25 08 ECOPRESS 200 

Programmable Automatic Mounting Press with two cylinders, 
5,7" HMI touch screen control, with Siemens PLC control unit, 
programmable with coloured LCD display program based mounting 
sequences, electro hydraulic pressure (requires no air), pressure 
upto 300 bar, temperature upto 200 C, operation time upto 59:99 
minutes, short cycle time, thermostatically controlled heat

i

ng 
power of 2X1250W, automatic cooling cycle with two modes 
of cooling rates(fast cooling and slow cooling), programmable 
preheating and preloading, selectable mould sizes from 25 mm 
to 50 mm, audible warning signal, ready for operation. 
230 V, 1-phase, 50 Hz. 
Mould assemblies are ordered seperately. 
lncludes a standard set of mounting consumables composed of 
3 different hot mounting compounds; 1 kg of each and a total of 3 kg. 

25 04 ECOPRESS 50 

Automatic Mounting Press with one cyl inder, 
Fully automatic operation with microprocessor controls, 
electro hydraulic pressure (requires no air), 
with touch pad front panel controls and digital display of; heating 
time, moulding temperature, cooling temperature, ram up/down, 
auto/manual cooling, cycle starVstop, last parameter settings retained 
in the memory, with direct reading pressure gage, moulding pressure 
upto 300 bar, temperature upto 200 C, operation time upto 59:99 
minutes, short cycle time, thermostatically controlled heating 
power of 1250W, automatic cooling cycle, selectable mould sizes 
from 25 mm to 50 mm, audible warning signal, ready for operation. 
230 V, 1-phase, 50 Hz. 
Mould asse mblies are ordered seperately. 
lncludes a standard set of mounting consumables composed of 
3 different hot mounting compounds; 1 kg of each and a total of 3 kg. 
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Mould Assemblies 

26 01 Mould assembly, 1' with intermediate ram 
26 02 Mould assembly, 1 1/4" with intermediate ram 
26 03 Mould assembly, 1 1/2" with intermediate ram 
26 07 Mould assembly, 2' with intermediate ram 
26 04 Mould assembly, 25 mm with intermediate ram 
26 05 Mould assembly, 30 mm with intermediate ram 
26 06 Mould assembly, 40 mm with intermediate ram 
26 08 Mould assembly, 50 mm with intermediate ram 

Accessories for ECOPRESS 

GR 1363 Recirculating Coolant System, 
composed of 40 litres stainless steel cooling tank, 
24V recirculating pump and connection hoses, etc. 
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